
MSRP ex. VAT:

INFO

Approval:

Product code:

Product Name:

722,00 €

The Slip-On Line represents the first step in the exhaust system tuning process and offers a great balance between price and optimum 
performance.  The systems are lighter compared to the stock exhaust system and feature exceptional production quality and increased 
engine performance combined with pure racing sound output. A combination of racing materials like carbon fibre for the end cap give 
these exhaust systems a racing touch. 
 
For installing the Slip-On Line system, the stock exhaust system has to be cut. Please read the instructions carefully before the start of 
the installation.

Vespa Sprint 125ie 3V

Slip-On Line (SS)

S-VE125SO3-HZBL

EC, ECE



TECHNICAL DATA

UNIT STOCK AKRAPOVIČ MAX GAIN

maximum power kW

HP (m)

HP (i)

maximum torque Nm

lb-ft

weight kg

lb

%

installation time min

Product code:
Product Name:

Approval:

6.1 / 8100 rpm 6.2 / 8200 rpm + 0.2 / 8350 rpm

8.3 / 8100 rpm 8.4 / 8200 rpm + 0.3 / 8350 rpm

8.2 / 8100 rpm 8.3 / 8200 rpm + 0.3 / 8350 rpm

8.7 / 6100 rpm 8.9 / 6150 rpm + 0.4 / 6100 rpm

6.4 / 6300 rpm 6.6 / 6150 rpm + 0.3 / 6100 rpm

5.5 4.0 - 1.5

12.1 8.8

30

- 3.3

- 26.9
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